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1 | Providing and fixing aluminium partition consisting of aluminium section
63.5mm x 38.1mm x 2.00mm thick hollow anodized of Jindal/Hindalco make
confirming to IS-733 and IS-1285. The anodizing shall be transparent and
complying IS-1868 [minimum anodic coating of grade AC 15] The section
would be installed at an interval of 3'-6" vertically and bottom section of size
114.60 mm.x 44.45 mm X 2.00mm (thick) aluminium snap beeding for
glazing/paneling etc. and 5.5mm thick float transparent/frosted glass including Per
providing screw less aluminium glazing clip. Bottom up to 3" height will be Sft
provided with 12mm thick both side pre laminated particle board flate pressed 3
layer confirming to IS-12823 grade 1 type to of Bhutan/Nepal/Greenlami of
interior grade complete with fixing clip, fasteners, filling up of gaps at junction,
top, bottom and sides with required PVC/Neoprene felt etc. the joined shall be
smooth mitered and jointed with cleat angle etc. as per direction of engineer-in-
charge.

2 | Providing and fixing aluminium door consisting of section 83.5mm x 44.45mm X
2.00mm (thick) vertical, top and middle horizontal member and bottom member
of size 114.60 mm.x 44.45 mm X 2.00mm (thick). Bottom up to 3'hight will be
provided with 12mm thick both side pre laminated particle board flate pressed 3
layer confirming to 1S-12823 grade 1 type to of Bhutan/Nepal/Greenlami of
interior grade and rest above provided with 5.5mm thick transparent float glass
complete with fixing clip, fasteners, filling up of gaps at junction, top, bottom | Per
and sides with required PVC/Neoprene felt etc. Door provided with 100mm brass Sft
dead lock godrej make, hydrolic floor spring (double action) heavy quality ISI
mark with SS cover plate 100mm dia circular plate type handles (2 nos.) tower
bolt of size 250mm x 10mm (barrel type) including cutting the floor etc complete
as directed by engineering charge.

3 | Providing , fixing and making 8 nos. work station 6’ x 7' x 4' (height) and one
pantry 7' x 10'-3" with 19mm prelaminated particle board flate pressed 3 layers
confirming to 1S-12823 grade I- type II of Bhutan/Nepal/Greenlami of interior
grade complete with fixing clip, fasteners, filling up of gaps at junction, top,
bottom and sides with required PVC/Neoprene felt etc. as required complete job Per
to suit the site as per direction of the authority. Sft
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Term & Conditions
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